APPLICATION

The breaker is mainly used in distribution network of AC 50Hz/60Hz, rated voltage
up to 690V, rated working current up to 1250A to distribute electric power and to
protect the line and the equnpment from being damaged due to overioad, short circuit
and ge. It for motor start and for motor overioad,
short circuit andunder-voltage protections.

MAIN TECHNICAL PARAMETER

Frame = Rated Rated Ramdhmnstm Rated operafion
l;fuprr‘;bhfsr size rated operation Insulation | Gt break "Q M“’“‘n

curent(A) vonage(v)vohage(v) %‘7&0\) (’W“%VW

Model

YZM1-63L 3 <63 400 500 15* 75"

YZM1-63M | 34 | <63 400 500 35* 17.5*
YZM1-100L 3 <100 | 690 800 3012 [ 1511

YZM1-100M | 234 | <100 690 800 50/5 25125
YZM1-100H 3 <100 690 800 65/8 324

YZM1-225L | 3 <225 | 690 800 3012 [ 1511

YZM1-225M | 234 | <225 690 800 50/5 25125
YZM1-225H 3 <225 690 800 65/8 325/4
YZM1400L | 34 <400 | 690 800 40/5 [ 20125
YZM1-400M 3 <400 | 690 800 55/8 [ 27/4

'YZM1-400H 3 <400 690 800 70110 35/5
YZM1-630L | 4 | <630 690 800 40/5 20125
YZM1-630M 3 <630 690 800 55/8 [ 27/4

YZM1-630H | 3 | <630 690 800 70110 35/5
YZM1-800M 3 <800 690 800 60" 30*

YZM1-800H 3 <800 | 690 800 70" [ 35"
YZM1-1250M | 3 <1250 | 690 800 65* [ 325"

Note: *means test parameter at 400V
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All accessories, including shunt release, under-\
release,auxiliary contact and alarm contact, are made into
indivi d can be i i 5

They have reliable working performance.
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$1, S2 operation button (prepared by user)

X wiring terminal

K1,K2 self-locking relay S3 inching switch

M special series motor Y brake electromagnetic

‘Operating mechanism Shunt tripping

Auxiliary contact

Under-voltage tripping and

Double auxiliary contacts Alarm contact
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